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(57) ABSTRACT

A battery pack charger and a method of charging a battery
pack may properly charge a battery pack regardless of the
number of cells in the battery pack. The battery pack charger
includes a voltage sensing unit configured to sense an output
voltage of the battery pack being charged with a predeter-
mined voltage for a predetermined period, a controller con-
figured to determine a number of cells in the battery pack in
accordance with the output voltage, and a power source
charge and discharge unit configured to supply a charge volt-
age to the battery pack, the charge voltage being determined
in accordance with the number of cells in the battery pack.

19 Claims, 2 Drawing Sheets
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APPARATUS AND METHOD FOR CHARGING
A BATTERY PACK

BACKGROUND

1. Field

Embodiments relate to an apparatus and method for charg-
ing a battery pack. More particularly, embodiments relate to
an apparatus and method for charging a battery pack that may
beused while being charged, regardless of the number of cells
of the battery pack.

2. Description of the Related Art

In general, a secondary battery, as opposed to a primary
battery, refers to a battery that may be charged as well as
discharged. Secondary batteries are used for portable elec-
tronic devices, e.g., a mobile phone, a notebook computer,
camcorder, and so forth. Secondary batteries include a nickel-
cadmium secondary battery, a nickel-hydrogen secondary
battery, and a lithium ion secondary battery. Lithium ion
secondary batteries have a higher driving voltage and a higher
energy density per unit weight than nickel-cadmium and
nickel-hydrogen secondary batteries. Thus, lithium ion sec-
ondary batteries are currently more widely used than other
types of secondary batteries.

Secondary batteries are used for a battery pack of a mobile
telephone, a personal digital assistant (PDA), an MP3 player,
a notebook, an electrical bicycle, and so forth. For example,
current mobile telephones, PDAs, and MP3 players may have
a single cell battery pack that uses one secondary battery or 2
to 4 cell battery packs in which two to four secondary batter-
ies are serially coupled. In addition, electrical bicycles cur-
rently use 7 to 13 cell battery packs in which 7to 13 secondary
batteries are serially coupled. Different chargers are used in
accordance with the number of cells in the battery pack and
these different charges are not interchangeable for the differ-
ent battery packs.

SUMMARY

Embodiments are therefore directed to a battery pack
charger capable of charging a battery pack and a method of
charging a battery pack, which substantially overcome one or
more of the problems due to the limitations and disadvantages
of the related art.

It is therefore a feature of an embodiment to provide a
battery pack charger capable of charging a battery pack
regardless of the number of cells of the battery pack and a
method of charging a battery pack.

At least one of the above and other features and advantages
may be realized by providing an apparatus for charging a
battery pack, including a voltage sensing unit configured to
sense an output voltage of the battery pack charged with a
predetermined voltage for a predetermined period, a control-
ler configured to determine a number of cells in the battery
pack, and a power source charge and discharge unit config-
ured to supply a charge voltage to the battery pack, the charge
voltage being determined in accordance with the number of
cells in the battery pack.

At least one of the above and other features and advantages
may be realized by providing a method of charging a battery
pack, including sensing an output voltage output from a bat-
tery pack after applying a predetermined voltage to a battery
pack, determining a number of cells in the battery pack in
accordance with the output voltage, and supplying a charge
voltage to the battery pack, the charge voltage being deter-
mined in accordance with number of cells in the battery pack
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2

In the battery pack charger and the method of charging the
battery pack according to embodiments, suitable voltages are
supplied to various kinds of battery packs having different
numbers of cells, so that various battery packs may be
charged using one charger.

BRIEF DESCRIPTION OF THE DRAWINGS

The above and other features and advantages will become
more apparent to those of ordinary skill in the art by describ-
ing in detail exemplary embodiments with reference to the
attached drawings, in which:

FIG. 1 illustrates a block diagram of the structure of a
battery pack charger according to an embodiment;

FIG. 2 illustrates a block diagram of the structure of a
power source charge and discharge unit of the battery pack
charger of FIG. 1;

FIG. 3 illustrates a graph of voltages output from battery
packs having different numbers of cells during a first charge
period; and

FIG. 4 illustrates a flowchart of a method of charging the
battery pack using the battery pack charger according to an
embodiment.

DETAILED DESCRIPTION

Korean Patent Application No. 10-2009-0131490, filed on
Dec. 28, 2009, in the Korean Intellectual Property Office, and
entitled: “Apparatus for Charging Battery Pack and Method
of Charging the Same,” is incorporated by reference herein in
its entirety.

In the following detailed description, only certain exem-
plary embodiments have been shown and described, simply
by way of illustration. As those skilled in the art would real-
ize, the described embodiments may be modified in various
different ways, all without departing from the spirit or scope
thereof. Accordingly, the drawings and description are to be
regarded as illustrative in nature and not restrictive. In addi-
tion, when an element is referred to as being “on” another
element, it can be directly on another element or be indirectly
on another element with one or more intervening elements
interposed therebetween. Also, when an element is referred to
as being “connected to0” another element, it can be directly
connected to another element or be indirectly connected to
another element with one or more intervening elements inter-
posed therebetween. Hereinafter, like reference numerals
refer to like elements.

FIG. 1 illustrates a block diagram of a structure of a battery
pack charger according to an embodiment connected to a
battery pack 10, which is not part of the battery pack charger.
Referring to FIG. 1, the battery pack charger may include a
power source charge and discharge unit 100, a voltage sens-
ing unit 200, and a controller 300.

The power source charge and discharge unit 100 may oper-
ate for a first voltage charge period and a second voltage
charge period to charge or discharge the battery pack 10. In
the first voltage charge period, a number of cells included in
the battery pack 10 to be charged may be determined. In
particular, during the first voltage charge period, a previously
set voltage is supplied to the battery pack 10 for a predeter-
mined time.

At the end of the first voltage charge period, an output
voltage Vout from the battery pack 10 may be supplied to the
voltage sensing unit 200. Then, the voltage sensing unit 200
may sense the voltage level of the output voltage Vout to
determine a number of cells, i.e., the number of secondary
batteries, in the battery pack 10. The controller 300 outputs a
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voltage control signal in response to the number of cells
determined by the voltage sensing unit 200.

In the second voltage charge period, the power source
charge and discharge unit 100 may supply a charge voltage
Vchg determined in accordance with the voltage control sig-
nal from the controller 300, i.e., in accordance with the num-
ber of cells of the battery pack 10, to the battery pack 10.
Thus, the battery pack charger according to embodiments
may properly charge the battery pack 10.

The voltage sensing unit 200 senses the output voltage
output after the battery pack has been charged with the pre-
determined voltage during the first voltage charge period. As
the number of cells included in the battery pack 10 increases,
the voltage level of the output voltage Vout increase. As the
number of cells included in the battery pack 10 decreases, the
voltage level of the output voltage Vout decreases. Therefore,
the voltage level of the output voltage Vout after the first
voltage charge period is directly proportional to the number
of cells in the battery pack 10 to be charged. Thus, a relative
number of cells in the battery pack 10 to be charged may be
determined from the output voltage Vout, as will be discussed
below with reference to FIG. 3.

The controller 300 may determine the number of cells of
the battery pack to correspond to the voltage sensed by the
voltage sensing unit 200. Then, the controller 300 may con-
trol the power source charge and discharge unit 100 to control
the charge voltage Vcgh output from the power source charge
and discharge unit 100 to the battery pack 10 in accordance
with the number of cells in the battery pack. Therefore, charge
may be stably performed regardless of the number of cells of
the battery pack 10. In other words, the battery pack charger
in accordance with embodiments may vary the charge voltage
Vchg supplied to the battery pack 10 in accordance with a
number of cells in the battery pack 10 to be charged. Thus, the
battery pack charger in accordance with embodiments may be
used to charge battery packs having varying numbers of cells,
i.e., may serve as a universal charger.

FIG. 2 illustrates a detailed block diagram of a power
source charge and discharge unit 100 of the battery pack
charger of FIG. 1. Referring to FIG. 2, the power source
charge and discharge unit 100 may include an adaptor 110, a
power source unit 120 for outputting the charge voltage Vegh
using an input voltage from the adaptor 110, and a power
source controller 130 for controlling the power source unit
120.

The adaptor 110 may convert an alternating current (AC)
voltage VAC into previously set direct current (DC) voltage
VDC to transmit the DC voltage VDC to the power source
unit 120 as an input voltage. In general, when the power
source supplied from the outside is an AC voltage, the AC
voltage VAC is converted into the DC voltage VDC using the
adaptor 110, so that the DC voltage VDC is supplied to the
power source unit 120. The power source unit 120 may
change the voltage level of the DC voltage VDC output from
the adaptor 110. That is, the voltage level of the DC voltage
VDC may be changed to correspond to the number of cells of
the battery pack 10 determined by the controller 300.

The operation of the power source unit 120 will be
described in detail. When a switching operation in the power
source unit 120 is repeated with respect to the DC voltage
VDC input from the adaptor 110, electrical energy is charged.
Therefore, the voltage level of the DC voltage VDC input
from the adaptor 110 is changed and output as the charge
voltage Vcgh to charge the battery pack 10. The amount of the
charged electrical energy varies in accordance with switching
speed. The switching operation may block or transit the input
voltage to charge electrical energy. When a suitable amount of
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charged energy is obtained, i.e., in accordance with the num-
ber of cells in the battery pack, the charged energy is output
from the power source unit 120 as the charge voltage Vegh to
charge the battery pack 10.

The power source controller 130 may control the power
source unit 120 to correspond to the voltage control signal
output from the controller 300 to determine the level of the
charge voltage Vegh output from the power source unit 120.
That is, the power source controller 130 may generate the
voltage control signal whose pulse width is modulated and
may control the pulse width of the voltage control signal to
control the switching operation of the power source unit 120.
Therefore, the voltage level of the charge voltage Vcgh
applied from the power source unit 120 to the battery pack 10
may be changed to correspond to the number of cells in the
battery pack 10 to be charged.

FIG. 3 illustrates a graph of voltages output from battery
packs, which have different numbers of cells, during the first
charge period. Referring to FIG. 3, the horizontal axis repre-
sents time and the vertical axis represents a voltage. The case
in which the number of cells is 13, the case in which the
number of cells is 10, and the case in which the number of
cells is 7 are represented. Since a voltage rapidly changes in
aninitializing period T, in which a voltage starts to be applied
in the first charge period, a stabilized voltage is determined
after the initializing period T,. A number of cells of the
battery pack being charged may be determined in accordance
with this stabilized voltage sensed after the initializing period
T,. As may be seen from this graph, as the number of cells of
the battery pack increases, the stabilized voltage increases.

Since the voltage output from the battery pack increases as
the number of cells increases, the number of cells is large
when the voltage sensed after the initializing period T, is high
and the number of cells is small when the voltage sensed after
the initializing period T, is low. In other words, as noted
above, the voltage sensed after the initializing period T, is
directly proportional to the number of cells in the battery
pack, so the voltage output from the battery pack charger may
be appropriately controlled for a specific battery pack to be
charged.

FIG. 4 illustrates a flowchart of a method of charging the
battery pack of the battery pack charger according to an
embodiment. Referring to FIG. 4, a charge voltage is applied
to the battery pack for a predetermined time during the first
charge period. After the initializing period T, the output
voltage from the battery pack has stabilized and corresponds
to the number of cells of the battery pack. The output voltage
from the battery pack is then sensed (ST100).

The number of cells of the battery pack is determined in
accordance with the sensed voltage (ST110). After determin-
ing the number of cells in the battery pack, the voltage control
signal may be controlled, e.g., the pulse width of the voltage
control signal may be set, in accordance with the number of
cells in the battery pack to be charged.

Then, during the second charge period, the voltage corre-
sponding to the number of cells of the battery pack is supplied
to the battery to thereby charge the battery pack. The charge
voltage changes in accordance with the voltage control sig-
nal. When the input voltage is switched using the voltage
control signal, electrical energy is charged. The voltage level
of the charge voltage is changed using the charged electrical
energy.

Thus, in accordance with embodiments, during the first
charge period, a predetermined voltage may be supplied to a
battery pack to be charged. The number of cells in a battery
pack may be determined in accordance with an output voltage
from the battery pack. A charge voltage Vcgh to be used to
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charge the battery pack may then be controlled in accordance
with the number of cells in the battery pack. Then, during the
second charge period, the battery pack may be properly
charged with the charge voltage Vcgh.

Exemplary embodiments have been disclosed herein, and
although specific terms are employed, they are used and are to
be interpreted in a generic and descriptive sense only and not
for purpose of limitation. Accordingly, it will be understood
by those of ordinary skill in the art that various changes in
form and details may be made without departing from the
spirit and scope of the present invention as set forth in the
following claims.

What is claimed is:

1. An apparatus for charging a battery pack, comprising:

a voltage sensing unit to sense an output voltage of the

battery pack charged with a predetermined voltage for a
first period;

a controller to determine a number of cells in the battery

pack in accordance with the sensed output voltage; and

a power source charge and discharge unit to supply the

predetermined voltage to the battery pack for the first
period and to supply a charge voltage to the battery pack
for a second period, after the controller has determined
the number of cells in the battery pack, the charge volt-
age being determined in accordance with the number of
cells in the battery pack, wherein

the predetermined voltage is set with a constant voltage

regardless of the number of cells in the battery pack for
the first period, and the charge voltage is changed
according to the number of cells in the battery for the
second period.

2. The apparatus as claimed in claim 1, wherein the power
source charge and discharge unit comprises a power source
unit to supply the charge voltage to the battery pack so that a
voltage level of the charge voltage supplied to the battery
pack is determined in accordance with the voltage level of the
sensed output voltage.

3. The apparatus as claimed in claim 2, wherein the power
source charge and discharge unit comprises a power source
controller to output a voltage control signal to control a
switching operation of the power source unit.

4. The apparatus as claimed in claim 3, wherein the power
source controller is to control the switching operation of the
power source unit by a pulse width of the voltage control
signal.

5. The apparatus as claimed in claim 4, wherein the power
source unit changes the voltage level of the charge voltage by
the switching operation.

6. The apparatus as claimed in claim 2, wherein the power
source unit is configured to receive an input voltage from an
adaptor changing an alternating current (AC) voltage into a
direct current (DC) voltage.

7. The apparatus as claimed in claim 1, wherein the output
voltage from the battery pack is directly proportional to the
number of cells in the battery.

8. The apparatus as claimed in claim 1, wherein the voltage
sensing unit is to sense the output voltage of the battery pack
charged with the predetermined voltage after an initializing
period.
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9. The apparatus as claimed in claim 1, wherein the first
period occurs before the controller determined the number of
cells in the battery pack.

10. The apparatus as claimed in claim 1, wherein:

a voltage level of the predetermined voltage is constant for

the first period, and

a voltage level of the charge voltage is constant for the

second period.

11. A method of charging a battery pack, comprising:

applying a predetermined voltage to the battery pack for a

first period using a power source charge and discharge
unit;

sensing an output voltage output from the battery pack after

applying the predetermined voltage to the battery pack
for the first period;

determining a number of cells in the battery pack in accor-

dance with the sensed output voltage; and
supplying a charge voltage to the battery pack using the
power source charge and discharge unit, the charge volt-
age being determined in accordance with number of
cells in the battery pack for a second period, wherein

the predetermined voltage is set with a constant voltage
regardless of the number of cells in the battery pack for
the first period, and the charge voltage is changed
according to the number of cells in the battery for the
second period.

12. The method as claimed in claim 11, wherein determin-
ing the number of cells of the battery pack is in accordance
with a voltage level of the output voltage.

13. The method as claimed in claim 11, wherein supplying
the charge voltage to the battery pack includes repeating a
switching operation on an input voltage such that the input
voltage is transmitted or blocked to charge electrical energy
and outputting a charge voltage higher than the input voltage.

14. The method as claimed in claim 13, further comprising
controlling repeating in accordance with a voltage control
signal.

15. The method as claimed in claim 14, wherein controlling
is in accordance with a pulse width of the voltage control
signal.

16. The method as claimed in claim 13, wherein the input
voltage is a direct current (DC) voltage converted from an
alternating current (AC) voltage from an external source.

17. The method as claimed in claim 11, wherein sensing the
output voltage includes sensing the output voltage of the
battery pack charged with the predetermined voltage after an
initializing period.

18. The method as claimed in claim 11, wherein applying
the predetermined voltage before determining the number of
cells.

19. The method as claimed in claim 11, wherein:

a voltage level of the predetermined voltage is constant for

the first period, and

a voltage level of the charge voltage is constant for the

second period.



